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Climate Incorporated gives you the assurance and dedication to the highest 
quality associated with our brand. We use high quality materials, which meet or 

exceed the requirements of relevant tank design standards and applicable 
International Standards: American Water works Association (AWWA d103-09), 

European Union (EN 10025, EN 10149), American Society for Testing and 
Materials (ASTM A1011), and the National Fire Protection Association (NFPA 22). 

Climate Incorporated Tank & Ancillaries Catalog 
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About	us	

Ø Glass Fused to Steel and 
Epoxy Coated Tanks: 

Fire suppression 
Storing of liquids (cooling towers, boilers, salt 
brine, process and fire water, lime milk, liquid 
fertilizers and other chemicals, and fuels) 
Stormwater retention or re-use 
Storing of drinking water ensuring water 
supply for the public (potable) 
Storing of bulk material (grain, limestone, 
cement, fly ash, carbon black, wood waste, 
granulated plastics, salt), and possibly fodder 
(ensilage, haulage, wet grain crops) 
Process tanks (wastewater, bio gas storage, 
batch reactors, sludge, grey water, dung water, 
liquid manue, settlement, equalization, 
aeration) 
Rainwater harvesting	
Industrial Effluent 	
Slurry	
Bio Fuels and Diesel	

Glass Fused to Steel 

Epoxy Coated 

Powder Coated 

Galvanized 

Ø Weathered Finish, Powder 
Coated, and Galvanized 

Fire suppression and fire water holding 
Storing of liquids (cooling towers, boilers, 
manufacturing or cleaning water, well or 
holding water 
Stormwater retention or re-use 
Storing of drinking water ensuring water 
supply for the public (potable) 
Storing of bulk material (grain, limestone, 
cement, fly ash, carbon black, wood waste, 
granulated plastics, salt), and possibly fodder 
(ensilage, haulage, wet grain crops) 
Process tanks (settlement, equalization, 
aeration, grey water) 
Rainwater harvesting	

	
Mining and Frac	

 
Agricultural and Live Stock	

 
Enclosures, Garages, Pump Houses, 
Storage, Signage, Movie Props	
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Ø Epoxy Coated 
Ø Powder Coated 
Ø Weathered Finish 
Ø Galvanized Finishes 

	 Bolted Steel Tanks 
Production – All controlled at one 
manufacturing site, thereby simplifying the 
supply chain and providing a seamless service 
to meet Customers’ requirements 
Technical support – An experienced team 
interacts with our Customer base to ensure 
Customer demand is met 
Modern manufacturing facility – dedicated to 
the production of our carbon bolted steel tanks, 
liners, flanges, ladders and cages, platforms, 
vortex inhibitors, wind stiffening rings and 
hardware, anchoring hardware, bulkheads, roof 
access hatches, and other accessories 

 

Our clients choose either glass fused to steel, 
epoxy finish, powder coated, or galvanized tanks 
for several different types of liquid treatment 
processes and applications: Activated Sludge, 
Filtering, Sedimentation, Chlorine contact, 
Dosing, Borehole Water, Seawater Desalination, 
Reverse Osmosis, Permeate, Settling, Filtration, 

About Us 
Climate Incorporated gives you the 
assurance and dedication to the highest 
quality associated with our brand 
combining our leading service with 
quality products each and every day. 
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Climate Inc. produces PVC membrane for storage tanks and any other containers. Purchasing the 
highest quality raw materials and using the latest generation of machines give us an opportunity to 
offer the highest quality product. 

• Each membrane is made to order, by precise dimensions and specifications. 
• PVC has an excellent service life and is very resistant to weather conditions. Their molecular structure 

provides protection over a longer period of time, even when exposed to the atmosphere, sunlight, and 
ultraviolet radiation. Strength and elasticity remains constant over many years. 

Halcyon Assembly™ vortex inhibitors and plates provide an engineered solution for architects, fire 
suppression engineers and designers, and clients that use a suction pump or quick outlet design 
within their liquid holding tanks.   

Climate Incorporated manufacturers 
SeeLevel Blue™ water level indicator 
that can be fitted to steel welded, steel 

bolted, fiberglass, galvalume, and 
corrugated, plastic, and concrete tanks. 

Rex Hayes
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3 kW immersion heater 
Two separate, independently operated elements, each 
840mm long. 
Each element 1.5kW 240volt., Single phase. 
Both elements enclosed stainless steel tube, so that they 
can be changed without lowering the water level. 
The heater turns on automatically when the temperature 
drops to planted mark. 

Pressure gauge 
There are various types of pressure gauges. Installed so that you can see the amount of water in the 
tank. Most common is either the hydrostatic pressure gauges, which have proven themselves with 
accuracy or the manual level gauge.  

Flanged Connections and Manways (Bulkheads): We equip tanks with inlet, outlet, and overflow & drain 
connections. They are adapted for each project specification. 

 

MaxAccess™ XL & XXL Roof Hatches: We meet and excees all American Water Works (AWWA D103-09) Standards; 
inquire about our custom sizes available.  
 

Rex Hayes
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 Climate Inc. With a high sense of responsibility to all that 

we DO! 
 
154 Pearl Industrial Ave 
Hoschton, Georgia,  
United States of America 
Reg. No. EIN 46-1985829 

ClimaClad™ 

ClimaClosure™ 

Geodesic Aluminum Roofs 

Ladders, Cages, Hand-railed 
Platforms, Walkways, Railings 

Rex Hayes



