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NOTES:

: ALL DIMENSIONS IN MILLIMETRES
: ALL STRUCTURAL STEELS TO BE TO EN4360

: ALL NUTS, BOLTS & WASHERS TO BE SPUN GALVANISED
: STEEL ITEMS TO BE HOT DIP GALVANISED EN ISO 1461:1999
: GENERAL FABRICATION TOLERANCE FOR DIMENSIONS OF UP TO
1.0 METRE TO BE + OR — 1mm
TOLERANCE FOR DIMENSIONS OVER 1.0 METRE TO BE +/— 2mm|
. ALL PIPE FLANGES TO BE TO EN4504 PN16
7: ALL FOUNDATION DETAILS TO BE USED AS A GUIDE ONLY.
FOUNDATION DESIGN MAY ALTER DUE TO GROUND CONDITIONS
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Max Access™ Roof Hatch PART/FLANGE CONNECTION SCHEDULE
ITEM No. | SIZE No. OFF DESCRIPTION
1. 4" (DN100) 1. INFILL
5 %_ p———
ol © Cl 2. 5" (DN150) 1. OVERFLOW
3. 12" (DN300) 1. SUCTION
43,2ft (13,16m) INSIDE TANK DIA Y ONE00 T VARWAY
L | 5. 4" (DN100) 1 STAINLESS STEEL DRAIN VALVE
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[SEE DETAL 2
< SAG-BAR PASSES THROUGH
& A BOLT HOLE IN THE
. N TOP ANGLE
.
SEE DETAL DN60OmM GALVANIZED SIDE.
SHELL MANwWAY GENERAL ELEVATION.
Halcyon Assembly ™ 300 ||« TANK DIA 43,2ft (13 16m)
ROOF EDGE: Vortex Inhibitor |

FLASHING

'z’ OR 'C’ SECTION
Lé— _é_ ROOF PURLINS

URLIN MOUNTING BRACKET
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DETAIL 1 — ROOF EDGE
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DETAIL 3 — SUCTION CONNECTION

\TANK BASE ANGLE

STRUCTURALY (6060X6)

TANK BASE

DETAIL 4 — TYPICAL BASE FIXING
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GENERAL ARRANGEMENT OF MODEL 17.1/1.MBH
GALVANIZED TANK
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CONFIDENTIAL / TRADE SECRETS: BY ACCEPTING POSSESSION OF THIS DOCUMENT, RECIPIENT
AGREES THAT ITS CONTENTS ARE CONFIDENTIAL, PROPRIETARY s:ems'sr Climate LLC

TRADE
NO PORTION OF THIS DOCUMENT MAY BE REPRODUCED, DISTRIBUTED OR USED
ANY MANNER WITHOUT WRITTEN PERMISSION FROM Climate LLC.
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